
Tighten the bottom tripod screw. Loosen 
the top tripod screw so the top neck is 
loose and then set the tripod on the 
ground.

Take the tripod out of the box 
and extent the tripod legs until 
the lower body of the tri-pod 
touches the surge protector.

PINTV 
SETUP INSTRUCTIONS

STEP 1

STEP 2



Carefully remove the TVs out of the 
storage crate.

Align the hole on the bottom of the 
bracket with the top neck of the tripod. 
Put the TVs on the tripod.

Once the TVs are on the tripod, 
gently wiggle the TVs until they lock 
into place.

STEP 3

STEP 4

STEP 5



Uncoil the wire harness on 
top of TVs.

Lower the wire harness to the �oor. 
Align the wire harness with the surge 
protector.

STEP 6

STEP 7



Lift up the tripod and TVs with one 
hand, while you insert the support pin 
into the desired hole on the tripod neck 
with your other hand. 
Let the support pin rest on the lower 
body of the tripod and then tighten the 
top neck screw.

STEP 8

STEP 9

Plug all the TV power cables into the 
surge protector.

Plug the surge protector cable into a 
wall outlet or into an extension cord 
that has power from a distant wall 
outlet.

Plug the HDMI into the computer, 
tablet or display device.



PINTV 
Tear Down Instructions

STEP 1

STEP 2

Unplug all the TV power cables.

Unplug the surge protector cable from 
a wall outlet or extension cord.

Unlpug the HDMI from 
the computer.

Coil up the HDMI cable and 
secure it with the attached 
wire tie.



Loosen the top neck screw of the 
tripod. Remove the pin. Slowly lower 
the TV.

STEP 3

Take the cable harness and set it on top 
of the TV.

STEP 4

Coil up the cables and set them 
on top of the bracket.

STEP 5



Using the handle, lift the TVs o� the 
tripod.

Gently place the TVs back in the 
create.

Coil up the extension cord and place it on 
top of the TVs.

STEP 6

STEP 7

STEP 8



STEP 9

Put the tripod in the box, extend the neck 
and tighten the top neck screw so the 
tripod doesn't bounce around in the box.


